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Underlayment Paper

Step 1 Install OSB Stripping

4. Install 8" wide fiberglass vent
screening over the opening at the
ridge before you install the last row
of OSB stripping. Make sure
stripping at ridge doesn't block
opening at the ridge.

1. Install underlayment paper over the front and back roof sheathing. Cut and
remove paper that that extends over the opening in the sheathing at the ridge.

2. Mark reference lines where the trusses are located.

3. Install (2) two rows of 4" wide x 48"
long OSB stripping over the paper.
Nail strips to the trusses using 7d
sinkers. Install the OSB stripping with
the primed side facing the paper. Do
not extend strips beyond roof edges.

Fiberglass Vent Screen

5. Install (4) four rows of stripping on the
rear of the building.



1X3 Trim

These instructions supercede the installation instructions in the Aspen manual.
Step 2 Install Gable Trim & Soffit

1. Install 47" and 72" long gable trim, flush with
the top of the OSB stripping boards. Use 8d
galv. nails to install all trim.

2. Install 3-7/8" wide soffit panels under the
overhang. Use 6d galv. nails.

Step 3 Install Trim

1. Install 60" long 1x3 trim boards on the back
wall, flush with the siding on the end wall.
Use 8d galv. nails spaced 12" apart.

1x4 - 47" Gable Trim

Back Wall

Primed Soffit Panel



3. Install the remaining 1x4
trim boards at the end
wall corners.

Follow Safety Guidelines on back page before handling
and installing metal roofing

77-1/2" Long 1x3 Trim

4. Install (2) two 1x3x72" boards along each side of the door opening, flush with the bottom edge
of the siding. Tack these boards with a couple nails; you may want to move the trim later when
you install the doors. Install a 1x3x55-1/4" board, that has angle cuts on both ends, across the
top of the side trim.

1x4 Trim End Wall Trim

2. Install 77-1/2" long trim on the front wall,
flush with the siding on the end walls.

Step 3 Install Trim Continued

1x3 - 72" Door Trim



soffit panel

3. Install a 48" long 72" long metal gable
trim over the 1x4 wood gable trim.
Secure with 1" metal screws.

Drill holes using a 1/8" drill bit. Carefully remove metal chips after drilling.
Apply sufficient force to seal the washer but do not over tighten! Washer
should not be compressed and extend beyond metal screw head.

Step 4 Install Metal Roof
1. Position the 1st metal roof panel so the flange on the first large rib is resting halfway on the

1x4 trim board. The roof panel should extend 2" past the ends of the 2x4 trusses.
2. Drill 1/8" holes in each valley of the panel centered to each OSB stripping. Secure with 1"

screws. Review procedure below for proper method on screwing the panels.

soffit

1x4 Gable Trim

Flange on
1st Rib

OSB Sheathing

OSB Stripping

1x4 Wood Gable Trim

Metal Gable Trim

OSB Sheathing
OSB Stripping

Valley



1. Secure panel with a row of screws across the center and top OSB stripping.
2. Install the remaining roof panels across the front of the building.

3. Install metal roof panels on the back of the building.
4. Install metal gable trim.

Step 5 Install Metal Roof Continued



1. Install 1x6 fascia over the ends of the trusses. Cut a 75" long 1x6 board to be flush with
the 1x4 gable trim and meet the center of the truss. Use 8d galv. nails.

2. Install another 1x6 board.

Return to Step 13 in the main assembly book and install the doors.

Step 6 Install Front 1x6 Fascia

Install 74" long ridge cap at the peak of the roof, flush with the end of
the metal gable trim. Screw the ridge cap to the larger ribs.

Step 7 Install Ridge Cap

1x6 - 75"  Fascia Board

Screw where Ridge Cap
touches Ribs



! Wear safety glasses and gloves when installing
metal roof panels and trim.

! Use scaffolding instead of ladders to install roof
panels. Scaffolding can be rented at many rental
outlets.

! Use safety harnesses and rope when reaching over
panels to install ridge cap and fastening the upper
row of screws.

! Install panels on a calm day, no wind. Keep children
away from the work area.

Handling metal roof panels can be dangerous without proper safety equipment.
If you do not have the proper knowledge or equipment to install metal roof panels,
you should hire a professional contractor to install your metal roofing.

4 Metal Roof Panels 38" x 47"

4 Metal Roof Panels 38" x 72"

4 Metal Gable Trim 4" x 49-1/2"

4 Metal Gable Trim 4" x 74-1/4"

2 Metal Ridge Cap 12" x 76"

2 Rolls Underlayment 48" x 145"

1 Roll Underlayment 24" x 145"

1 Roll Screen Ridge Vent 8" x 47"

21 OSB 3/8" Pirlins 4" x 48"

160 1" Metal Screws with sockdet

Material list for material shipped in metal roof kit.

Tools List

Leather Gloves
Safety Glasses
Carpenters Pencil
1/8" Drill Bit
Utility Knife

Hammer
Drill
Socket Set
Scaffolding is recommended
Safety Harness




