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READ ME FIRST
Follow Safety Guidelines When Installing Metal Roofing
Handling metal roof panels can be dangerous without proper safety equipment.
If you do not have the proper knowledge or equipment to install metal roof panels,
you should hire a professional contractor to install your metal roofing.
!

Wear safety glasses and gloves when
installing metal roof panels and trim.

!

Use scaffolding instead of ladders to
install roof panels. Scaffolding can be
rented at many rental outlets.

!

Use safety harnesses and rope when
reaching over roof to install the upper roof
panels and the ridge cap.

!

Install panels on a calm day, no wind.
Keep children away from the work area.

IMPORTANT
Secure the
scaffolding to
the building!

Tool List
Scaffolding
Safety Harnesses
Leather Gloves & Safety Glasses

Drill with 1/8" drill bit
Measuring Tape
2-12' Step Ladders

Always wear safety glasses when cutting or nailing!

Overview

Installing Metal Roofing

Metal roof panels have a wide flange on one side of the panel. Install the metal panel
starting on the left end of the building. The wide flange will be located on the right
side of the panel.
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Drill holes using a 1/8" drill bit. Separate panels before drilling each panel separately.
Carefully remove metal clippings from drilling. Install the metal panel using 1" long
screws. Apply sufficient force to seal the washer but do not over tighten! Washer should
not be compressed and extend beyond metal screw head.

Wide Flange

Step 1

Install Lower Gable Trim

1. Install (2) two 59" long 1x6 gable trim boards at the top of the roof gables, flush with the
roof sheathing using 8d galvanized box nails.
59" long 1x6 Gable Trim

:
:

2. Install (2) two 57-3/4" long 1x6 gable
trim boards at the side of the roof gables,
flush with the roof sheathing and fascia,
using 8d galvanized box nails.

:

::
:

3. Repeat to install gable trim on the other
roof ends.
:
:

57-3/4" long 1x6 Gable Trim

.:

Step 2

Install Metal Roof Edge

1. Install fiber under-layment paper, owner supplied, over the roof sheathing. Remove paper that
covers over the opening in the sheathing at the ridge.
2. Install metal drip edge along the upper and lower eave overhangs. Install the lower drip edge
first. The lower drip edge pieces are 75" long and are bent at a different angle. Install (4) four
75" long pieces along the overhang on the front and back of the building. Secure the drip edge
using 1-1/2" roofing nails. Use (4) nails per drip edge. The first and last piece of drip edge
should be flush with the trim on the gable, overlapping the center piece.
3. Install the 76" long drip edge
on the upper overhangs, front
and back.
Under-layment Paper
by owner
75" Drip Edge

Install Flush

Step 3

Install Fiberglass Vent Screening

Install 8" wide fiberglass vent screening
over the opening at the ridge before you
install the upper roof panels. Hold in place
using a few roofing nails.

Step 4

Install Lower Metal Roof Panels

1. Install (2) two 58-1/2" long metal roof panel on the left corner of the building. Install the first
panel against the side of the dormer. The left edge of the secong roof panel may not be flush
with the trim on the gable. The metal gable trim, installed later, will cover this. See detail at
bottom of page. Secure panel with (3) three rows of 1" long metal screws.
2. Install 19" long metal panel under the dormer wall. Secure with one row of screws along the
bottom of the roof panels.
3. Install (2) two more 58-1/2" long panels on the right end of the building.
4. Repeat to install roof panels on the back of the building.

Left Rib

Plywood Sheathing

1x6 Gable Trim

Step 5

Install Metal Flashing on Dormer

1. Install (2) two 80" long pieces of metal
flashing over the dormer. Extend the
flashing 2" beyond the front sheathing,
cutting the flashing to extend around
the dormer. Tack in place across the
top using roofing nails. Secure to roof
panels with 1-1/2" metal screws.
2. Repeat to install flashing on the back
dormer.

3. Install 46" long sidewall flashing on
the side of the dormer. Secure with
1" metal screws.
4. Repeat to install flashing on the other
dormer side walls.

5. Install 76" long knee flashing
over the roof panels. Secure
in place using 1-1/2" metal
screws.

6. Bend a 5x7 step flashing and
install over the knee flashing.

Step 6

Install Upper Roof Panels

1. Install (2) two 58-1/2" long metal roof panel on the upper left corner of the building.
Install the first panel against the side of the dormer. Install the roof panels extending
1/2" past the knee flashing. Secure panel with (3) three rows of 1" long metal screws.
2. Repeat to install roof panels on the other upper corners.

Roof panels extend 1/2"

3. Install 62" long sidewall flashing on the side of the dormer. Secure with 1" metal screws.
4. Repeat to install flashing on the other dormer side walls.

Step 7

Install Primed Siding on Dormer Sidewall

1. Install a 27"x38" long primed siding panel under the roof sheathing on the side of the dormer.
If necessary, trim bottoms of siding to allow more space between the top of the flashing and
the bottom of the siding. Use 8d galvanized box nails.
9"x48-3/4" Primed Siding

2. Install a 9" wide x 48-3/4" long
primed siding panel on the dormer
side using 8d galvanized box nails.

27"x38" Primed
Siding

3. Install the same siding pieces on
the back side of the building and
on the opposite end of the dormer.
Important: Paint the edges of these
siding pieces before installing.

Step 8

Install Dormer Soffit

1. Cut to fit (2) two 72" long 1x4 boards to length and install across the bottom of the rafters
on the front of building. Use 8d galvanized box nails. If you intend to insulate the roof,
drill 2" holes between the trusses and install round soffit vents provided in our kit.
2. Repeat to install 1x4 on the rear side of the building.
3. Cut small fillers from leftover siding to
cover the end of the rafters and the 1x4
soffit boards. Install with 8d galvanized
box nails. The gable trim applied later
will cover most of the filler.

Primed Siding Filler

If you intend to insulate the roof you
need to drill (2) two 2" holes in the
soffit area located below the gambrel
trusses and install round soffit vents
provided in our kit. Drill (2) two holes
at each corner. A hole saw drill bit can
be purchased at any hardware store.

Step 9

Install Primed Siding on Dormer Face

1. Locate (3) three 33-3/4" high siding panels. Cut 1" off the bottom edge of the siding panels.
This will allow more space between the top of the flashing and the bottom of the siding.
Install siding using 8d galvanized box nails spaced 8" apart.
2. Repeat to install siding on the rear dormer.

Important: Paint the
bottom edge of the siding.

Step 10

Install Upper 2x4 Gable Overhang & Dormer Trim

1. Install a 79-1/2" long 2x4 on the side of the dormer under the roof sheathing.
Use 10d coated sinker nails.
:

2x4 Gable Overhang

:
:
:
:
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2. Install 33-3/4" long 1x3 corner trim
flush with the siding on the dormer
sides. Use 8d galvanized box nails.
3. Install 36-1/2" long 1x3 corner trim
on the side of the dormer using 8d
galvanized box nails.
4. Repeat steps to install 2x4 and corner
trim on the other corners.

Step 11

Install Upper Gable Trim & Fascia Trim

1. Install 80-1/2" long 1x6 dormer rafter trim flush with the top of the roof sheathing and
end of the rafters using 8d galvanized box nails spaced 16" apart. Trim to fit, if needed.

.
.
.
.

2. Install (2) two 73" long fascia
boards across the rafters using
8d galvanized box nails. Trim
to fit as needed.
3. Repeat to install gable trim and
fascia on the opposite corner and
the back of the building.

Step 12

Install Roof Panels over Dormer

1. Install a 80-1/2" long metal roof panels over the front dormer. Install the roof panels
extending 1/2" past the knee flashing. Secure panel with (3) three rows of 1" long
metal screws.
2. Repeat to install roof panels on the back.
80-1/2" Roof Panel

Step 13

Install Gable Trim and Ridge Cap

1. Install 82" long metal gable trim along the side
of the metal roof panel over the dormer walls.
Trim to length if necessary. Secure in place using
1" metal screws.

Metal Gable Trim

2. Install 64" and 60" long gable trim
over the roof panels on the gambrel
ends of the building. Trim to length
if necessary.

3. Install (2) two 78" long pieces of metal ridge cap at the peak of the roof. Overlap the ridge
cap in the center. Install 1-1/2" x 1" foam to the bottom of the ridge vent before installing.
Secure ridge vent with 1-1/2" metal screws.
4. Install 76" long ridge cap over the gambrel trusses.
5. Install foam in the ends of the ridge cap.
Metal Ridge Cap
Foam Encloser

5. Return to the main assembly book to review installing he upper windows.

Material list for material shipped in metal roof kit.
Qty.

Description

Qty.

Size

Description

Size

8

Roof Panels

38" x 80-1/2"

4

Sidewall Flashing

5" x 62"

16

Roof Panels

38" x 58-1/2"

4

Sidewall Flashing- angle cut

5" x 46"

8

Roof Panels

38" x 19"

4

Roof Drip Edge

upper

3" x 76"

4

Gable Trim

4" x 82"

8

Roof Drip Edge

lower

3" x 75"

4

Gable Trim

4" x 64"

25

l.f. Fiberglass Vent Screening

4

Gable Trim

4" x 60"

5

pcs. 10' Long Foam for Under Ridge Vent

4

Dormer Flashing

8" x 80"

4

pcs. 5" x 7" Step Flashing

2

Ridge Cap

12" x 78"

1

lb. 1-1/4" Roof Nails

2

Ridge Cap

12" x 76

2

Bag 1" Metal Screws with socket

4

Gambrel Flashing

3" x 76"

1

Bag 1-1/2" Metal Screws with socket

Gable Trim

Sidewall Flashing

Dormer Flashing
2"

3"
5"

2"
4-1/2"

Drip Edge - upper

Drip Edge - lower

Ridge Cap

4"
67.5o
Gambrel Flashing
6"

3"

3"
67.5o

4"

22.5o

3"

4"

4"

3"

22.5o

1-1/2" Metal
Screws

6"

1" Metal
Screws

